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This manual remains the sole property of Elite Built, which is a wholly owned subsidiary of 
Dexion Commercial (Australia) Pty Limited. The information contained within this manual is to 
be regarded as confidential and must not be disclosed to any third party. 
 
Whilst the utmost care is taken to ensure the accuracy of the data and design details shown 
within, Elite Built cannot, under any circumstances, be held liable for any injuries, expenses or 
loss which may, in any degree, be attributed to the use or adoption of such data and design 
details. 
 
Any modification, repair, or alteration of the products described herein by a third party without 
written approval voids Elite Built’s warranty obligations. 
 
 
© Copyright: 
 
 
Dexion Commercial (Australia) Pty Limited  
899 Mountain Hwy 
Bayswater VIC 3153 
Australia 
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Issue Date Issued Description 

Issue 1 August 2009 TD Cabinet Product Launch 

Issue 2 July 2010 SD, BC and LD cabinets added. 
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SECTION 1 
PRODUCT INTRODUCTION 

 
 
 

ELITE BUILT OFFICE CABINET RANGE 
 
Elite Builts’ office cabinet range are premium Australian made office storage products. These 
products are designed to accept a complete range of shelves and accessories that are 
interchangeable with Elite Builts’ shelving and Rolafile products creating an integrated storage 
and filing solution that is perfect for today’s modern office environment. 
 
TAMBOUR DOOR (TD & TE) CABINETS 
 
Elite Built Enviro Tambour Door (TE) 
cabinets are supplied complete with 
environmentally friendly polypropylene (PP) 
tambour door slats. 
 
Elite Built Tambour Door (TD) cabinets are 
supplied complete with strong and 
economical PVC tambour door slats. 
 
Both TE and TD cabinets feature 2000 
series locking specifically designed for 
tambour door applications providing a barrel 
exchange capability. 
 
Elite Built TE and TD cabinets also feature 4 
adjustable feet that are adjustable from 
within the cabinet as standard. 
 
Material Carcasses are produced from high strength steel. 

Doors are produced from PP (TE) and PVC (TD) with reinforced lock slats. 

Colour External:  Colour from standard range in powder coated finish. 
Internal:   Stone White to match shelves and accessories. 

Heights   670mm 
  800mm 
1000mm 
1200mm 
1650mm 
1980mm 

Widths    900mm 
  (750mm internal) 
 1050mm 
  (900mm internal) 
 1200mm 
(1050mm internal) 

Depth 460mm 



 

 

 
Elite Built Office Cabinet Range

User Manual 
Issue 2 - July 2010 

Section 1 – Product Introduction

 

Page 1.2  

 
ELITE BUILT BC & SD CABINETS 
 
 
Elite Built Open Bookcase (BC) and Swing 
Door (SD) cabinets are designed to provide 
features and benefits such as increased 
accessibility to your files and increased 
storage capacity, while heights and depths 
of these cabinets match the other cabinets 
in the range to create an integrated and 
flexible storage solution. 
 
 
Elite Built BC cabinets offer quick efficient 
access to you active files, while providing an 
impressive 0.86 lineal meters of file storage 
per level. 
 
 
Elite Built SD cabinets offer the same 
impressive 0.86 lineal meters of file storage 
per level, while the flush fitting lockable steel 
doors provide clean lines and increased 
security for your valuable contents. 
Security is not provided at the expense of 
flexibility however as these cabinets feature 
2000 series locking that offers master keying 
and barrel exchange capability. 
 
 
Both the Elite Built BC and SD cabinets also 
feature 4 adjustable feet that are adjustable 
from within the cabinet as standard. 
 
 
Material Carcasses are produced from high strength steel. 

Colour External:  Colour from standard range in powder coated finish. 
Internal:   Stone White to match shelves and accessories. 

Heights   670mm 
  800mm 
1000mm 
1200mm 
1300mm 
1650mm 
1980mm 

    

Width 900mm 
(860mm internal) 

    

Depth 460mm     
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ELITE BUILT LD CABINETS 
 
 
Elite Built Lateral Drawer (LD) cabinets look 
smart and sophisticated while providing the 
following features 
• Heavy duty full extension ball bearing runners 
• Anti-tilt safety mechanism for stability 
• Flexible filing with north-south or east-west 
 
All this while heights and depths of these 
cabinets match the other cabinets in the 
range to create an integrated and flexible 
storage solution with the added security 
benefits of 2000 series locking that offers 
master keying and barrel exchange 
capability. 
 
Material Carcasses are produced from high strength steel. 

Colour External:  Colour from standard range in powder coated finish. 

Heights   670mm 2 drawer 
1000mm 3 drawer 
1300mm 4 drawer 

 

Width 900mm  

Depth 460mm  
 
 
 

PRODUCT PARAMETERS 
 
Elite Built office cabinets are designed to operate within the following standard parameters. 
 
Loads 
The products should not be overloaded. Individual loads should be stable and self supporting, 
with a maximum unit weight within the safe working recommendations. 
 
Operating Conditions 
These products are intended for use in dry internal applications. 
 
Temperature 
+3°c to +40°c. 
 
Note: 
For applications that require operating parameters that are outside those indicated above, 
please contact Elite Built for technical guidance on your particular application. 
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SECTION 2 
OPERATION AND MAINTENANCE 

 
 
OPERATION – TD & TE CABINETS 
 
Elite Bulit TD & TE cabinets feature retractable tambour doors that recede into side cavities of 
the cabinet, thus providing full unobscured access to the cabinet, while the doors do not take up 
valuable work area or obstruct walkways. 
 
Once unlocked, the doors slide from the centre to the left and right, retracting into the sides of 
the cabinet as shown. When both doors are fully retracted, the cabinet is ready for use. 
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OPERATION – BC & SD CABINETS 
 
 
Elite Built BC cabinets are open bookcase style cabinets that 
provide quick efficient access to you active files. 
 
 
 
 
 
 
 
Elite Built SD cabinets feature flush fitting steel hinged doors that provide clean lines and 
increased security for your valuable contents.  To operate the cabinet, first unlock the right hand 
door ensuring the lock is fully rotated to the unlocked position. Once unlocked, the right hand 
door is slung open and this frees the left hand door which now may also be sung open. 
When both doors are open, the cabinet is ready for use. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

LEVELLING THE CABINET 
 
When cabinets are installed, they are placed in there desired location and are levelled. If a 
cabinet is installed on thick carpet that has compressed, or if the cabinet is moved, the cabinet 
may need to be re-levelled. Each cabinet has 4 adjustable levelling feet that can be accessed 
by lifting the bottom panel located in the base of the cabinet. The levelling feet should be 
adjusted so that the cabinet is plumb and level prior to loading. 
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LOADING THE CABINET 
 
 
On taller cabinets, never climb on the shelving to gain access to 
upper levels. Suitable equipment should be used, such as 
steps.  
 
 
 
 
Never store items that do not fit wholly within the cabinet. 
Always ensure the stored items do not interfere with the free 
operation of the doors. 
 
 
 
 
It is better to evenly load the shelves, starting with heavier items 
on lower shelves and lighter items on upper levels. This lowers 
the centre of gravity of a loaded cabinet and improves stability. 
 
 
 
 
 
Never overload the shelves.  Maximum shelf loads are detailed 
below. 
 
 
 
 
 
 
 
 

MAXIMUM LOADS 
 
The shelves used in your cabinet have the following maximum load rating. These ratings are 
based on a uniformly distributed load. 
 

Cabinet Shelf Width (mm) Maximum Load per shelf 

900mm wide  BC & SD cabinets 860 115kg 

900mm wide TD cabinet 750 115kg 

1050mm wide TD cabinet 900 115kg 

1200mm wide TD cabinet 1050 80kg 
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RECOMMENDED SAFE HANDLING LOADS 
 
 
The following information is 
provided as a guide to the 
recommended safe manually 
handled loads. 
 
 
Theses figures are a guide 
only, recognising the wide 
range of personal capabilities 
and the diversity of handling 
situations.  
 
 
 
 
 
 
 

GENERAL CARE 
 

Cabinets should have a periodic clean out and a dusting using a soft cloth and a non-abrasive, 
non-solvent based cleaning agent. Whilst cleaning, particular attention should be given to 
ensuring the door tracks are clean and free of any debris or dust build up. 

 
 

CABINET EXTERIOR AND SHELVES  
 
Check cabinet panels and shelves for chips or damage. Repair minor powder coat damage with 
spray on touch–up paint. 
 
 

LOCKING MECHANISM 
 
Check that lock is operating correctly. Elite Built cabinets depicted in this manual feature 2000 
series keys and lock barrels, providing up to 2000 different key combinations.  These locks also 
feature an exchangeable lock barrel system so keys and barrels can be easily changed to suit 
individual requirements. 
 
 

DOOR OPERATION 
 
Open and close the doors (or drawers for LD cabinets) to ensure that they are operating 
correctly. If necessary, clean the track and lubricate with a small amount of Vaseline petroleum 
jelly or Selleys Ezy Glide spray. 
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ACCESSORIES AND REPLACEMENT ITEMS 
 
Elite Built cabinets feature a comprehensive range of accessories and replacement items. For 
information on the items available, refer to the Accessories product manuals. 
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